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(57) Abstract: Said invention relates to a heat-insulation material for a heat-insulation layer (3) for a carrier body (2) for preventing 
heat transfer between said carrier body and a surrounding area (7) therearound comprising at least one luminous substance which 
is excitable for emitting luminescent light having a defined emission wavelength and comprises at least one type of metal oxide 
containing at least one trivalent metal (A). Said invention also relates to an arrangement of at least one heat-insulation layer which 
contains said heat-insulation material and is applied to the carrier body. The inventive heat-insulation material is characterised in that 
the metal oxide is embodied in the form of a mixed oxide selected in a perovskite group of total formula AA'0 3 , and/or of pyrochlore 
of total formula A 2 B 2 0 7 , wherein A' is the trivalent metal and B is a tetravalent metal. Said heat-insulation layer containing said 
heat-insulation material is preferably used for a gas turbine. 

(57) Zusammenfassung: Die Erfindung betrifft einen Warmedammstoff fur eine Warmedammschicht (3) eines Tragerkorpers (2) 
zur Eindammung einer Warmeubertragung zwischen dem Tragerkorper und einer Umgebung (7) des Tragerkorpers, wobei der War- 
medammstoff mindestens einen Leuchtstoff aufweist, der zur Emission von Lumineszenzlicht mit einer bestimmten Emissionswel- 
lenlange angeregt werden kann, und der Leuchtstoff mindestens ein Metalloxid mit mindestens einem dreiwertigen Metall A aufweist. 
Neben dem Warmedammstoff wird eine Anordnung mindestens einer Warmdarnmschicht mit dem Warmedammstoff auf einem Tra- 
gerkorper angegeben. Der Warmedammstoff ist dadurch gekennzeichnet, dass das Metalloxid ein aus der Gruppe Perowskit mit der 
Summenformel AA'0 3 und/oder Pyrochlor mit der Summenformel A 2 B 2 07 ausgewahltes Mischoxid ist, wobei A' ein dreiwertiges 
Metall und B ein vierwertiges Metall sind. Verwendung findet die Warmedammschicht mit dem Warmedammstoff vorzugsweise in 
einer Gasturbine. 
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